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NOTES: I). ALL SURFACE WATER FLOWNG OR DIVERTED TOWARD CONSTRUCTION ENTRANCES SHALL
BE PIPED UNDER THE ENTRANCE.IF NECESSARY, A MOUNTABLE BERM WITH 5: | SLOPES
EXISTING GROUND PLAN SHALL BE ALLOWED TO FACILITATE PLACEMENT OF PIPES IN SHALLOW CONDITIONS.
2). THE LOCATION AND NUMBER OF STABILIZED CONSTRUCTION ENTRANCES SHALL BE AS
ORANAGE PIPE INDICATED ON THE PLANS. ANY CHANGE IN LOCATION, ADDITION, OR DELETION OF AN
O ENTRANCE SHALL BE APPROVED IN ADVANCE BY THE ENGINEER.
20" (6000) R.
3). DRAINAGE PIPE, IF UTILIZED, SHALL BE PAID FOR SEPARATELY UNDER THE APPROPRIATE
BID ITEM.
4). THE TOP 2"(50) OF STONE SHALL BE REMOVED AND REPLACED WITH 2"(50) OF CLEAN STONE
WHEN VOIDS ARE FILLED OR AS DIRECTED BY THE ENGINEER.
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GEOTEXTILE DRAINAGE PIPE
EXISTING GROUND DE.* 3 STONE PLAN SYMBOL
SECTION A-A
* 6" (150) MIN. (< 3 AXLE)
10" (250) MIN. (> 3 AXLE)
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